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Pneumatic Sausage Gun 

PART NUMBER WEIGHT DIMENSIONS COMPATIBILITY 
DCT-DG8300-4 900 grams 320mm (L) x 220mm (H) 300/310ml Sausages 
DCT-DG8600-4 1.2Kg 520mm (L) x 220mm (H) Up to 600ml Sausages 

 
  

DESCRIPTION 
The Chemtools® Pneumatic Sausage Gun comes with a built-in, fully adjustable pressure regulator for constant force and 
speed. It is perfectly balanced by an ergonomic handle and manufactured with a tough aluminium body and ring nuts, 
providing high resistance over time. Its quick release trigger ensures extrusion is immediately stopped, preventing wastage 
and application outside the desired area.  

This pneumatic gun is designed to deliver a smooth, uninterrupted flow, effortless dispensing, and hassle-free application of 
multiple adhesives and sealant types.  

TECHNICAL DATA 
 

Material      Aluminium Body, Aluminium Ring Nuts 
Sound Level     < 70 DB 
Operating Pressure    Approx. 90 – 120 psi 
Minimum Hose Size    10mm 

DISCLAIMER 
Every effort has been made to ensure the information provided in this document is accurate at the date of publication. 
Chemtools® Pty Ltd expressly recommends that the user make his/her own assessment to determine the suitability of the 
product for its intended purpose prior to application. Chemtools® Pty Ltd shall not be responsible for loss, damage, or injury, 
resulting from the reliance upon, or failure to adhere to, any recommendations or information contained herein; nor from 
abnormal use of the material; nor from any hazard inherent in the nature of the material.  

 

 

 

  

 

 

 

 

 

 

 

 

 

  


